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XI’AN FORESIGHT ELECTRONIC TECHNOLOGY CO., LTD.   PROFORMA INVOICE   

13/f, NO.1 BUILDING, GREENLAND LEHE CITY             

 SOUTH 2ND RING, P.O.710054 XI'AN CHINA 

 

 

Bill To 

AndesVolt SpA. 

  

 

CONTRACT 

# 

Payment Terms Delivery time Means of Transportation Trade Terms PROJECT 

FST-C2022021 60% Deposit and the 

balance before shipment 

4-6Weeks  EX Works  

ITE

M 

Item Code Descriptions& Price Each 

(US$) 

QTY. 

(UNIT

) 

 Amount 

 (US$) 

1 9030339000 FST-DC900V-930KW-R DC LOAD BANK  13150.00 1 13150.00 

  Origin of Certificate   0.00 

BENEFICIARY’S BANK INFORMATION: 

 

NAME：XI’AN FORESIGHT ELECTRONIC 

TECHNOLOGY CO., LTD. 

ADDRESS: 13/F, NO. 1 BUILDING, GREENLAND LEHE 

CITY, SOUTH 2ND RING, XI’AN, CHINA  

TEL:   (+86) 029-85426859 

 

NAME：BANK OF CHINA XI’AN DAYAN PAGODA 

SUB-BRANCH  

ADDRESS: NO. 1, MID-YANTA ROAD, XI’AN, SHAANXI 

PROVINCE, CHINA 

A/C NO.：  102052642423 

SWIFT CODE: BKCHCNBJ620 

   

 TOTAL 13150.00 

 

                                                                                                               

DATE  INVOICE # 

24/6/2022 FST-I20220624 

SHIPPING ADDRESS: 

Av. España, Pasaje Sevilla Lote Nº 13, Las Animas – 

Valdivia 

Attention: Enzo Alegría 

TEL. +56 9 7532 5103 
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………………………………………                                             …………………………………………                                                                                                         

Authorized Signature                                           Authorized Signature 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Technical Specifications 
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Model FST-DC900V-930KW-R Resistive DC Load Bank 

Load Element Stainless steel resistors 

Load Voltage 
DC900V 

Load Power 

Total: 930KW 

(Channel 1:465KW, Channel 2: 465KW) 

Load Channel 2 independent load channel, each channel 900V 465KW 

Load Steps 

@DC900V 

 Channel 1: 60kW*7 resistors (12.8 Ohm), 15kW*3 resistors (51 

Ohm) (Load step ON/OFF by client’s IGBT) 

Channel 2: 60kW*7 resistors (12.8 Ohm), 15kW*3 resistors (51 

Ohm) Load step ON/OFF by client’s IGBT) 

Load Accuracy ±5% 

Work Mode Continuous 

Digital Meter 

Voltage, current, power for each load channel 

Fan meter to detect fan working condition 

Power Supply AC380V 3phase 4wire, 60Hz (ON/OFF by 220V contactor coil) 

Control Mode By client’s control bench 

Wire Connections Copper bus bar for wire connections for the 2 load channel 

Insulation Class F 

Protection Level IP20(indoor use) 

Fan Noise 75dB 

Cooling Mode Force-air vertical cooling 

Protections 
Over voltage/current/heat alarm for each load channel. 

Fan over voltage & low current alarm. 

 

Ambient 

Temperature  

-10℃～+50℃ 
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Dimension 1600*1850*1800mm(W*D*H)(final dimension to be designed) 

Weight Around 1.2T 

Mobility Stationary with forklift pocket 

Humidity ≤95% 

Altitude ≤2500 meters 

 

 

 

 

 

 

 

 

 

 

 

 


